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Keypad Screen

Battery compartment.
Pull tab DOWN to release Battery.

To Open Lock

If the keypad screen is blank, press ENTER once to power up. A random number will appear. Use
the UP and DOWN arrows to change the display to the first number of the Factory Code
(1-2-3-4-5-6-7-8), when it appears, press ENTER. Another random number will appear. Use the
UP and DOWN arrows to select the second number of the Factory code, when it appears press
ENTER. Continue in the same way to enter the rest of the combination number. When all the
numbers have been entered the lock will signal with 2 beeps if the correct code has been entered.
Then turn the keypad in a clockwise direction to unlock.

TO TO

UNLOCK LOCK
TURN TURN

KEYPAD KEYPAD

If the wrong code has been entered the lock will signal with 3 beeps. If a mistake has been made
wait 20 seconds to reset.

BATTERIES:

Low battery indication. Lock will signal with 20 beeps when opening, replace battery when you
hear this. To access the battery, pull down plastic tab at the bottom of the entry pad. Unclip
battery and replace using an ALKALINE battery, preferably a DURACELL. DO NOT use carbon
or lithium batteries.
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Keypad Screen

TO CHANGE THE FACTORY CODE Battery compartment.
1 —=— Pull tab DOWN to release Battery.

Make sure the door is OPEN while re-setting your code. Make sure the entry pad display is blank
before beginning. Now press and hold the enter button until a zero appears. While the zero
remains on the screen, press the enter button 8 times (you are now entering 8 zeros). A correct
entry will signal 2 beeps. A wrong entry will signal 3 beeps, in which case wait 20 seconds before
beginning reset again. After a correct entry (2 beeps) enter your existing 8 number code as per
opening procedure. Followed by entering your 8 number code twice (2 times). 2 beeps confirms
correct and successful change. Now test your code before closing and locking the container.
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UNLOCK
TURN TURN

KEYPAD KEYPAD

If the wrong code has been entered the lock will signal with 3 beeps. If a mistake has been made
wait 20 seconds to reset.

If you take too long to complete any of the steps, the screen will go blank and you will need to begin
again. If you hear 3 beeps before completing the procedure, stop, the lock will remain on your
existing code, begin change again. The lock is programmed not to accept simple codes eg.
11111234. Select your code carefully and record it securely. A lost or forgotten code is a LOCKOUT.
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