


ALL CMI SAFES COME WITH A FIVE YEAR WARRANTY, EXCLUDING
FREIGHT AND TRAVELLING, WITH A 12 MONTH WARRANTY ON LOCKS.

FEATURES:
• Locking by LaGuard 3600

digital lock powered by
2 x 9 volt batteries.

• Glass activated deadlocking
relocking devices are
provided within the door as
standard.

• Additional lock can be added
if required.

• Any chosen electronic or

duress alarm system can be
added to the door if required.

• Overall door thickness of
135mm including a slab
section of 55mm combining
a lamination of alloy and
refractory material to resist
oxy acetylene and drill attack.

• Emergency internal release
mechanism fitted as
standard.

INSURANCE COVER:
Risk rated at $45,000.
The PREMIER door is designed
to resist:
• Oxy-Acetylene attack
• Drills and abrasive grinders
• Explosives and force
• Pneumatic and hydraulic

tools

MODEL KGS CLEAR DOOR
OPENING

CLEAR MASONRY
OPENING REQUIRED

PRICE
INCL. GST

PRD2

PRD4

720

860

1950 x 710

1950 x 860

2030 x 830

2030 x 980

CMI SAFE CO. ABN 20 118 637 245

Head Office: 244 West Street, Carlton NSW 2218
Phone: (02) 9547 1488  Fax: (02) 9547 2104
Website: www.cmisafe.com.au
Email: sales@cmisafe.com.au

MADE IN AUSTRALIA

AVAILABLE FROM

CD BBF KB 13/5/09

$

$

$

DELIVERY &
INSTALLATION
LEVEL ACCESS

INCL. GST

FIRE RESISTANCE: The Premier Door and Frame has been designed to be fire resisting for one hour.

Strongroom wall by others

32mm locking bolts on
top and each side of door

6mm folded
outer frame

6mm adjustable vestibules

Fire Pan

55mm

Locking Chamber

TDR (Torch & Drill Resisting)
Defence Barrier

When ordering please state if left or right hand hinging required and existing wall thickness.


